
FAST ACRYLIC LINE

DESCRIPTION  
				  
Fast drying spray paint, with high coverage and excellent 
adhesion.

PROPERTIES	  

	– Viscosity: 18-25sec (Flow Cup DIN4, 20οC) 
	– Density: 0.6-0.8 g/L (Density Cup 100cm3/20oC, ASTM D – 1475) 
	– VOC content : 650 g/L
	– Flash Point: -104oC 
	– Drying time  

(1 Layer, Temperature 20°C, Humidity <65%): 
	 Touch: 5-10min 
	 Through dry: 1h 
	 Maximum hardness: 24h

	– Coverage: 2.2m2/0.4L, 5.5m2/L
	– GLOSS (GLOSS METER 600ASTM D – 1471):  

	 60-95 GLOSS UNITS/GLOSS 
	 0-10 GLOSS UNITS/MATT

	– Can Pressure: 4bar (20oC), 8 bar (50oC) 
	– Contents: 400ml 

INSTRUCTIONS FOR USE 
				  
APPLICATION					   
Prepare the surface by removing all dust, rust, and oil . Protect any areas 
you don’t want to paint . Thoroughly shake the can before use, and spray 
from a distance of 25-30cm. Test the spray on a separate surface for 
reference. For optimal results, apply 2-3 thin coats, waiting 3-5 minutes 
between each coat .
Best application temperature: 10oC - 25oC.

AFTER USE 	 				  
Spray holding the can inverted for 3’’. Clean the caps with solvent .

STORAGE

5-35oC. Do not put in vehicles.

CAP SYSTEM

STANDARD CAP
	– High Coverage
	– Thin & Regular
	– Gradual Spraying
	– No drips

There are likely to be declinations in digital performance of shades.

CERTIFIED  
QUALITY SYSTEM

ISO 9001

SAFETY
 
Request SDS

*Cap indicates the color of the can.
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FAST ACRYLIC LINE

COLOR RANGE

FAST ACRYLIC

RAL 5012 | LIGHT BLUΕ

—   

FAST ACRYLIC

RAL 5017 | TRAFFIC BLUE

—   

FAST ACRYLIC

RAL 6001 | EMERALD GREEN

—   

FAST ACRYLIC

RAL 6002 | LEAF GREEN

—   

FAST ACRYLIC

RAL 6005 | MOSS GREEN

—   

FAST ACRYLIC

RAL 7042 | TRAFFIC GREY A

—   

FAST ACRYLIC 

RAL 7011 | IRON GREY

—   

FAST ACRYLIC

RAL 8011 | NUT BROWN

—   

FAST ACRYLIC 

RAL 8017 | CHOCOLATE BROWN

—   

FAST ACRYLIC

RAL 5010 | GENTIAN BLUE

—   

FAST ACRYLIC

RAL 3003 | RUBY RED

—   

FAST ACRYLIC

RAL 3004 | PURPLE RED

—   

FAST ACRYLIC

RAL 2010 | SIGNAL ORANGE

—   

FAST ACRYLIC

RAL 3000 | FLAME RED

—   

FAST ACRYLIC

RAL 3002 | CARMINE RED

—   

FAST ACRYLIC

RAL 2003 | PASTEL ORANGE

—   

FAST ACRYLIC

RAL 9005 | GLOSS BLACK   

—   

FAST ACRYLIC

RAL 9005 | MATT BLACK  

—   

FAST ACRYLIC

RAL 1015 | LIGHT IVORY 

—   

FAST ACRYLIC

RAL 1018 | ZINC YELLOW 

—   

FAST ACRYLIC

RAL 9010 | MATT WHITE

—   

FAST ACRYLIC

RAL 9010 | GLOSS WHITE

—   

CERTIFIED  
QUALITY SYSTEM

ISO 9001

There are likely to be declinations in digital performance of shades. ISSUED DATE: 20/9/2024 VERSION: 02
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