
DESCRIPTION  
				  
High-pressure spray can with extremely high output on 
acrylic basis. Perfect for fast filling large areas due to the 
high-pressure setting of the can.

PROPERTIES	  

	– Viscosity: 18-25sec (Flow Cup DIN4, 20οC) 
	– Density: 0.6-0.8 g/L (Density Cup 100cm3/20oC, ASTM D – 1475) 
	– VOC content : 540 g/L
	– Flash Point: -104oC (based on propellant)
	– Drying time  

(1 Layer, Temperature 20°C, Humidity <65%): 
	 Touch: 5-10min 
	 Through dry: 1h 
	 Maximum hardness: 24h

	– GLOSS (GLOSS METER 600ASTM D – 1471):  
	 1-9 GLOSS UNITS/MATT

	– Can Pressure: 4bar (20oC), 8 bar (50oC) 
	– Contents: 500ml 

INSTRUCTIONS FOR USE 
				  
APPLICATION					   
Thoroughly clean the surface to remove dust, rust, and oils. Protect the 
surrounding area that you do not want to paint . Test the product on a small 
surface first . Shake it well before use and spray from a distance more than 
30cm. For the best results, apply two layers, waiting 3-5 minutes between 
each coat . Best application temperature: 10oC - 25oC.

AFTER USE 	 				  
To clean the valve, turn the container upside down and spray until pure gas 
comes out . 

STORAGE

5-35oC. Do not put in vehicles.

CAP SYSTEM

TDS

CERTIFIED  
QUALITY SYSTEM

ISO 9001

COLOR RANGE
B-901

THICK BLACK 

—   

ISSUED DATE: 06/11/2023 VERSION: 01There are likely to be declinations in digital performance of shades.

DONUT 

Indicates the color of the can.

SAFETY
 
Request SDS

FLAME BOOSTER

BOOSTER CAP ORANGE
	– Extremely wide coverage
	– High pressure
	– Ideal for calligraphy
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